
T r a c e a b l e  D u c t  R o d d e r



9351 East 59th Street • Raytown, MO 64133-3895, USA 
816-353-2100 • FAX 816-353-5050  •  www.rycominstruments.com

24”

29”

8”

0.5mm

6
.0

m
m

4
.0

m
m

Polypropylene coating 
for low friction and high 
abrasion resistance

Copper wire for tracing

Composite fiberglass 
strength member

33”

37”

20”

Mini-TRACK

1.0mm

1.0mm1.0mm

9
.0

m
m

6
.5

m
m

Polypropylene coating 
for low friction 
and high abrasion 
resistance

Copper wire for tracing

Composite fiberglass 
strength member

Pipe-TRACK
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Standard Specifications

 PN: 004-00045-08  .  .  .  .  .  .  .  .  .  .  .  .  . $50000 USDPN: 004-00049-20   .  .  .  .  .  .  .  .  . $150000 USD

Mini-TRACK 6mm x 250 ft rod traceablePipe-TRACK 6mm x 250 ft rod traceable

6mm (0.24”) Diameter rod
0.5mm (0.02”) Copper tracing core

9mm (0.354”) Diameter rod
1mm (0.0394”) Copper tracing core
3/8” x 20 End thread

Standard Specifications

Canadian Distributor: Toronics Inc 
Tel: 416-391-0033 - www.toronics.com




